
KESLINGER ROAD

PINE VIEW SUBDIVISION

KANELAND ESTATES

HAFFEY FARMS
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SURVEY DATA POINT NO. B3
36" OAK CUT STAKE WITH
2" SQUARE GROUND HUB.
EX. 8" D.T.- 45" HUB TO INV.

SURVEY DATA POINT NO.
36" OAK CUT STAKE WITH
2" SQUARE GROUND HUB.

B4

EX. 8" D.T.- 48" HUB TO INV.

SURVEY DATA POINT NO.
36" OAK CUT STAKE WITH
2" SQUARE GROUND HUB.

B5

EX. 8" D.T.- 36" HUB TO INV.

SURVEY DATA POINT NO.
36" OAK CUT STAKE WITH
2" SQUARE GROUND HUB.

B6

EX. 4" D.T.- 31" HUB TO INV.

NOTE: EXISTING 8" CLAY DRAIN TILE
CONTINUES TO SERVICE UPLAND
WATERSHED AS A MUTUAL DRAIN.
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NOTE: EXISITNG 16"
CONC. PIPE DISCHARGE
TO DRAINAGE DITCH.

KUIPERS FARMS

>>EXISTING 8" CLAY DRAIN TILE>>>

END

END

<EX. 4" CL.D.T.<

<EX. 4" CL.D.T.<

NOTE: EXIST. 4" CLAY DRAIN TILES
CONTINUE AND  SERVICE UPLAND
WATERSHED
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     INVESTIGATION PROBE TEST SECTION
"SENSITIVE AREA-NO EXCAVATION ALLOWED"
HAND PROBE OR ELECTRONIC SCAN ONLY
-----------------NO DRAIN TILE LOCATED----------------

     INVESTIGATION PROBE TEST SECTION
"SENSITIVE AREA-NO EXCAVATION ALLOWED"
HAND PROBE OR ELECTRONIC SCAN ONLY
-----------------NO DRAIN TILE LOCATED----------------
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SURVEY DATA POINT NO.
4" CLAY DRAIN TILE LATERAL
34" GRD. TO INVERT

1

SURVEY DATA POINT NO.
4" CLAY DRAIN TILE LATERAL
38" GRD. TO INVERT

2

<EX. 4" CL.D.T.<
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>EX. 6" CLAY D.T.>>

>>EXIST. 6" CLAY DRAIN TILE>>>

<<<EXISTING 6" CLAY DRAIN TILE<<<

INSPECTED ON 6/10/09
EXISTING 6" CLAY, GOOD CONDITION,
10% ACTIVE FLOW, CLEAN.

INSPECTED ON 6/10/09
EXISTING 6" CLAY, GOOD CONDITION,
NO FLOW, 30% SILT.

INSPECTED ON 6/10/09
EXISTING 6" CLAY, GOOD CONDITION,
10% ACTIVE FLOW, CLEAN.

INSPECTED ON 6/10/09
EXISTING 6"(+-) CLAY, GOOD COND.,
SURCHARGED FLOW, 10% SILT.

NOTE: EXIST. 10" CONC. DRAIN TILE
CONTINUES TO SERVICE UPLAND
WATERSHED AS A MUTUAL DRAIN.

>>EX. 10" CLAY DRAIN TILE>>

>>EXIST.5" CLAY D
RAIN

 TILE>>

100 YEAR FLOODPLAIN.

NOTE: EXIST. 5" CLAY DRAIN TILE
CONTINUES TO SERVICE UPLAND
WATERSHED AS A MUTUAL DRAIN.

>>EX. 5" CLAY DRAIN TILE>>

EXISTING 4" LATERAL CONNECTION

EXISTING 4" LATERAL
CONNECTION

EXISTING 4" LATERAL
CONNECTION

EXISTING 4" LATERAL
CONNECTION

FAILED PIPE SECTION TOP FRACTURE

VIDEO RUN ABANDONED - 50% RESTRICTION

EXISTING 4" LATERAL
CONNECTION

DIG IN CAMERA ENTRY,
PIPE DEBRIS

    DIG IN CAMERA
ENTRY, PIPE DEBRIS

    PIPE RESTRICTION SURCHARGE RELEASE TO SURFACE

                  PROPOSED  NEW 310 FT
(+-) 12" POLY. TILE SECTION IN
ACCORDANCE WITH TYP. "B"

EX. 10" CLAY - 834.87 GRD / 830.21 INV.

EX. 10" CLAY - 833.20 GRD / 829.04 INV.

EX. 12" PL - 831.89 GRD / 828.89 INV.

EX. 10" CLAY - 832.58 GRD / 828.92 INV.

EX. 10" CLAY - 830.35 GRD / 828.35 +- INV.

EX. 16" CONC - 830.71 GRD / 827.42 INV.

              PROPOSED 3' CONCRETE
JUNCTION STRUTURE NO.   X4
WITH OPEN GRATE AND 12" SUMP
 IN/ACCOD W/ TYP. B, W/0 WICK

              PROPOSED 3' CONCRETE
JUNCTION STRUTURE NO.   X4
WITH OPEN GRATE AND 12" SUMP
IN/ACCOD W/ TYP. B, W/ WICK

              PROPOSED 3' CONCRETE
JUNCTION STRUTURE NO.   X3
WITH OPEN GRATE AND 12" SUMP
 IN/ACCOD W/ TYP. B, W/0 WICK

              PROPOSED 3' CONCRETE
JUNCTION STRUTURE NO.   X2
WITH OPEN GRATE AND 12" SUMP
 IN/ACCOD W/ TYP. B, W/0 WICK

              PROPOSED 3' CONCRETE
JUNCTION STRUTURE NO.   X1
WITH OPEN GRATE AND 12" SUMP
 IN/ACCOD W/ TYP. B, W/0 WICK

EX. 16" CONC -  826.50 INV.
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